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0.5mm Pitch            Horizontal Type

【Applicable Cable Size】

PLUG Connector Set (for Cable)

RECEPTACLE Connector Set
                                 (for PC Board)

Parts Ordering (HOUSING)

Parts Ordering (Pull bar)

Parts Ordering (SHELL A)

【Number of Position】

【Ordering Code】

■　Mating Height : MAX. 1.1mm

■　Improved transmission efficiency, High level EMI shield 
      performance and multi point ground

■　W-Point Contact with High mating reliability

■　Anti-reverse mating design

■　Locking bar prevents accidental unmating (Option)

■　Soldering connection

only 50pos

【Recommended P/N】

Micro Coax
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PLUG

MATED VIEW

14.50
40

POS. A B C D E F G
20
30

9.50

19.50

10.30 12.56 16.00 16.15 13.00 17.55
15.30 17.56 21.00 21.15 18.00 22.55
20.30 22.56 26.00 26.15 23.00 27.55

50 24.50 25.30 27.56 31.00 31.15 28.00 32.55
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0.5 SOLDERING

PLULL-BAR

PLULL-TAPE

P/N 2576-***-**

(10.0)
(C1.5)

PULL-TAPE

SOLDERING

PULL-BAR MOVEMENTS

(10.4)

(5.8)

SHELL-A
P/N 2547-***2

BONDING

HOUSING
P/N 20454-2**T-**

PLUG

RECE

HOUSING
CONTACT
SHELL A

PULL BAR STAINLESS STEEL
SHELL B

LCP UL94V-0

COPPER ALLOY
COPPER ALLOY
COPPER ALLOY

BLACK

Au
Au

Au
-

Set P/N：20453-2**T-***

Material / Finish
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RECEPTACLE
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POS. A B C D E F G
9.50 11.30 16.25 14.47 14.30 10.60 18.20
14.50 16.30 21.25 19.47 19.30 15.60 23.20
19.50 21.30 26.25 24.47 24.30 20.60 28.20

50 24.50 26.30 31.25 29.47 29.30 25.60 33.20
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TOP VIEW

BOTTOM VIEW

0.50±0.03

A ±0.03
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1.40 ±0.1

0.25±0.03

E±0.05

F ±0.1

G±0.1

RECOMMENDED FOOTPRINT PATTERN

RESIST or GND AREA

PULL-BAR
AREA

20455-0**E-*6 (30pin, 40pin, 50pin)

CONTACT
SHELL

HOUSING LCP UL94V-0

COPPER ALLOY
COPPER ALLOY

BLACK
Au
Au

0.20
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0.35

D

15.84
B

0.50
A

TOP VIEW

BOTTOM VIEW

0.55 ±0.05
B ±0.05

1.40 ±0.1E±0.05

F ±0.1

G±0.1

0.50±0.03

A ±0.03

0.25±0.03

14.84 ±0.05 0.70 ±0.1

RECOMMENDED FOOTPRINT PATTERN

RESIST or GND AREA

PULL-BAR AREADATUM MARK

20455-A20E-*6 (20pin)

Material / Finish
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